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High performance Power Engine System
and Hydraulic System
It is equipped with the KUBOTA engine 
in conformity with T4F and Stage V 
emission standards, providing strong 
power. It is equipped with a high-
performance hydraulic system and 
relevant elements. The composite 
actions of boom, arm, bucket and 
swing motor are harmonic and smooth. 
It has the highest performance among 
all excavators with the same weight.

KUBOTA engine
It simultaneously meets the emission standards of 
Stage V (Europe), T4F (North America) and IV 
(China), and obtains relevant certificates. It can 
provide strong and environmentally friendly power.

Excellent precisely Operation

The combination of zero-tail 
swing and arm deviation is 
designed for narrow and 
c o m p l i c a t e d  w o r k i n g 
scenarios.
When it works near a wall 
foot, it can conduct the 
excavation directly, free 
from frequent movement 
and  fea tu r ing  flex ib le 
construction.

The flat ground operation is 
conducted more smoothly in 
combination of superstructure 
swing, boom deviation, dozer 
blade rising and falling, long and 
short arms, and collaborative 
operation between bucket and 
dozer blade.

Flat ground operation

Zero-tail swing

Multi-functional auxiliary tools
This excavator is equipped with breaker pipeline (standard) and auxiliary pipeline and 
hydraulic quick hitch pipeline (optional) instead of hand labor to meet various construction 
requirements.

Equipada com motor KUBOTA em 
conformidade com os padrões de 
emissão T4F e STAGE V, fornecendo 
ainda elevada potência.
É equipado com sistema hidráulico 
de alto desempenho e de elementos 
de relevância. a combinação dos 
movimentos entre a lança, braço, balde 
e giro é suave harmoniza.
É uma máquina com performance 
superior entre todas as escavadoras do 
mesmo peso.

Respeita simultaneamente os padrões de emissão 
do STAGE V (Europa), T4F (América do Norte) e IV 
(China) e obtêm certificações relevantes.
Proporciona elevada potência e força sendo 
simultanemante amigo do ambiente.

Alta performance do motor
e sistema hidráulico

Excelente precisão de operação

Motor KUBOTA

A combinação do giro zero 
com o design de alcance 
de movimentação do braço 
torna a máquina apta para 
trabalhar em espaços 
estreitos e complicados.
Quando trabalha junto de 
uma parede a máquina é 
capaz de fazer escavação 
direta, livre de manobras 
frequentes, demonstrando 
grande flexibilidade.

Em terreno plano a operação é 
mais suave. Combina o giro da 
estrutura, o movimento da lança, 
a subida e descida da lâmina, 
a dimensão dos braços mais 
longos e curtos, promovendo uma 
operação colaborativa entre o 
balde e a lâmina.

A escavadora vem equipada com uma linha hidráulica de martelo, linhas hidráulicas auxiliares 
e engate rápido, permitindo a adaptação da máquina a vários acessórios de construção.

Giro zero

Operação terreno plano

Multifuncionalidade de ferramentas auxiliares



Comfortable cab

Comfortable operation 
environment
Wider space and view are provided by 
enlarged front windscreen and sunroof. 
In addition, an air conditioner (standard 
configurat ion) ,  a  float ing shock 
absorber seat, a touch radio and stereo 
acoustics are also provided to ensure a 
comfortable driving experience.

Safe driving space

A frame supported cab with Fops/Tops 
safety certificate and a top protective 
frame (standard configuration) are 
provided to effectively protect the safety 
of drivers. In addition, the standard 
configuration items also include hidden 
seat belt, safety hammer, pilot locking 
lever, swing parking brake, traveling 
parking brake, and engine safety start 
system.

Advanced touch-panel monitor

Easy and convenient switch control
Electronic throttle rotating control and 
automatic idling functions

self-diagnosis 

fuel level

engine speed

working voltage

working hours

water temperature

function selection

self-diagnosis 
and maintain warning

working record

language bluetooth/wifi

Conforto na cabine

Espaço e visão amplos com entrada de 
luz natural em toda a cabine, incluindo 
pelo teto. Além disso, vem equipada 
com ar-condicionado, banco com 
amortecedor, rádio de toque e acústica
stereo para garantir uma excelente 
experiência de condução.

Estrutura de cabine com certificado 
de segurança FOPS/TOPS com nível 
de proteção superior são aplicados 
para garantir eficazmente a proteção 
do condutor. Além disso, também o 
cinto de segurança retrátil, o martelo 
de segurança, a alavanca de corte de 
movimentação, alavanca de segurança 
de parque giratória, o travão de 
deslocação e o interruptor de ignição 
fazem parte da configuração standard.

Ambiente de operação
confortável

Espaço de condução
seguro

Botão de controlo acessível e prático
Controlo rotativo do acelerador eletrónico
e funções de inatividade automática

Monitor avançado de painel táctil

auto-diagnóstico

nível de combustível

velocidade do motor

tensão de funcionamento

auto-diagnóstico e 
aviso de manutenção

registo de trabalho

idioma bluetooth / wifi

horas de trabalho

temperatura da água

selecção da função

Comfortable cab

Comfortable operation 
environment
Wider space and view are provided by 
enlarged front windscreen and sunroof. 
In addition, an air conditioner (standard 
configurat ion) ,  a  float ing shock 
absorber seat, a touch radio and stereo 
acoustics are also provided to ensure a 
comfortable driving experience.

Safe driving space

A frame supported cab with Fops/Tops 
safety certificate and a top protective 
frame (standard configuration) are 
provided to effectively protect the safety 
of drivers. In addition, the standard 
configuration items also include hidden 
seat belt, safety hammer, pilot locking 
lever, swing parking brake, traveling 
parking brake, and engine safety start 
system.

Advanced touch-panel monitor

Easy and convenient switch control
Electronic throttle rotating control and 
automatic idling functions

self-diagnosis 

fuel level

engine speed

working voltage

working hours

water temperature

function selection

self-diagnosis 
and maintain warning

working record

language bluetooth/wifi



B  
Electric fuel 
feed pump

F  Engine oil filter

J  Oil return filter

C  Fuel filter 

Auxiliary water tankK 

G  Radiator tank cap

D  Engine oil tank cap

H  Battery switch

L 

A  Air filter

I  Hydraulic oil tank cap

E  Oil-water separator 

A

N

B

D

E

K

L

G

M

J
I

H

C

Fuel tank capM 

F

N

Easy service
The tail hood and right-hand hood can be opened completely to ensure easy and convenient (a) 
routine inspection and (b) filter maintenance and replacement. The design of multi-way valve is 
very conductive to maintenance and repair, free from removal of covering parts.

Electronic control box

Battery

Manutenção fácil
Abertura completa do capo traseiro e lateral para garantir uma fácil e conveniente (a) inspecção 
de rotina e (b) manutenção e substituição do filtro. O design para o multi-acesso da válvula 
multidireccional é muito condutiva para a manutenção e reparação, livre de remoção de peças 
de cobertura.

Filtro de ar

Pré filtro de gasóleo

Tampão do óleo 
hidráulico

Tampão de gasóleo

Filtro de gasóleo

Tampão do radiador

Tampão auxiliar de 
água do radiador

Bomba elétrica de 
gasóleo

Filtro óleo do motor

Filtro de retorno 
hidráulico

Centralina elétrica 
da máquina

Tampão do óleo do 
motor
Corte de corrente 
geral

Bateria



LED working light

Cast aluminium pedal

Cylinder protection plate
Easy service hose design

Breaker and 
Auxiliary pipes

Hydraulic quick 
hitch pipes

Steel protection cover

Transport connector

Manga protetora de aço

Linhas hidráulicas 
auxiliares

Linha hidráulica de 
engate rápido

Placa de proteção do cilindro Linha de transição entre a lâmina 
dozer e o cilindro de óleo

Suporte de fixação 
para transporte

Pedais de alumínio fundido

Luzes de trabalho LED



SWE35UF Technical Parameters

Type of cab

Bucket capacity,std.

Bucket width

Machine weight

m³ 

mm 

kg 

mm

mm

mm

mm

L

kW/rpm

mm

mm

mm

mm

mm

°

mm

mm

kN

kN

                  

mm

mm

mm

mm

km/h

 deg

rpm 

kpa 

mm

mm

mm

L/min

Mpa

L

L

Overall length

Overall height

Overall width

Ground clearance

Brand

Model

Displacement

Output

Max cutting height

Max loading height

Max digging depth

Max vertical wall digging depth

Max digging reach

Boom swing angle（left/right)

Front swing radius

Tail swing radius

Max digging force（Arm）

Max digging force（Bucket）

Type                  

Track Width

Track Length

Length to center of Rollers

Lenhth to center of track

Travelling speed（High/Low）

Gradeability

KUBOTA

D1703-E4B-SWD-1

Dimensions

Engine

Working 

ranges

Track

Undercarrige

Dozer size

Hydraulic 

pumps

Swing speed

Ground pressure

Fuel tank capacity

Hydraulic oil tank capacity

Width

Height

Lifting capacity(Height/Depth)

Type

Displacement

Hydraulic pressure

0.11

520

3850/3750

4890

2545

1700

270

40

41

1.647

18.5/2200

4925

3400

3120

5260

5390

72/44

2263

850

22.53

31.8

Rubber crawler

300

2163

1670

1400

4.2/2.3

30

9

32.3

1700

366

337/376

1 variable plunger pump

1*88

24.5

687.3*

774.3*

809.1*

3.0m

2.0m

1.0 

Load Capacity:

Engine

Hydraulic system

Oil filter

Fuel filter

Oil-water separator

Air filter

Radiator

Alternator

Auxiliary water tank

Electronic fuel feed pump

Muffler

AM/FM radio

Cup holder

Suspension seat

Air conditioning

Engine safety start system

Safety belt

FOPS/TOPS cab

FOPS/TOPS Canopy

Windscreen washer and wiper

Left/right rearview mirror 

Lighter

Safety device of front windscreen 

Boom light

Front cab light

Warning light

300 mmbucket

520mmbucket

600mmbucket

1200mmbucket

Breaker pipeling

Auxiliary pipeling

Hydraulic quick hitch pipeline

Hydraulic pilot control rod

Slewing parking brake system

Traveling parking brake system

Dual-speed traveling system

Electro-hydraulic proportional lever

Cab

Light

Front working devices

300mm rubber track

300mm steel track

Track
382.5 

292.5 

262.5 

-

817.8*

957*

-

382.5 

337.5 

-

878.7*

1078.8*

-

472.5 

427.5 

-

1017.9*

1357.2*

-

645.0 

555.0 

-

1226.7*

1853.1*

-

847.5 

757.5 

Lift Point Radius(4.0m)
Lift Point 
Height

Lift Point Radius(MAX) Lift Point Radius(3.5m) Lift Point Radius(3.0m) Lift Point Radius(2.5m)

Over-front(kg) Over-side(kg) Over-front(kg) Over-side(kg) Over-front(kg) Over-side(kg) Over-front(kg) Over-side(kg) Over-front(kg) Over-side(kg)

lift point radius Axis of Rotation 

lift point 

lifting point height

Notes：      

1、Load with * is limited by hydraulic capacity and based on ISO 10567.Rated loads do not exceed 87% of hydraulic capacity.         

2、Load without * is limited by tipping load and based on ISO 10567.Rated loads do not exceed 75% of tipping capacity.         

3、The excavator bucket,hook,sling and other lifting accessories are not included in this table.

Equipment

Boom safety valve

Arm safety valve

Dozer blade safety valve

The standard and optional equipment varies from country to country. For more
information, please contact with us. 

Standard equipment Optional equipment

cabin/canopy
Equipamento
As características standard ou opcional podem ser atualizadas.
Confirme sempre o catálogo mais actual.

Filtro de óleo Rádio AM/FM

Especificações Técnicas SWE35UF
Tipo de cabine Canopia / Fechada
Capacidade do balde,std
Largura do balde
Peso da máquina

Velocidade de rotação
Pressão ao solo

Depósito combustível
Depósito sistema hidráulico

Notas:
1) As capacidades com * são limitadas pela capacidade hidráulica e baseada na norma ISO 10567. As capacidades 
cotadas não excedem 87% da capacidade hidráulica.
2) As capacidades sem * são limitadas pela capacidade de carga de basculamento e baseadas na norma ISO 10567. 
As capacidades cotadas não excedem 75% (da capacidade de carga) de basculamento da carga.
3) Os baldes, ganchos e outros acessórios de elevação não estão incluídos nesta tabela.

Altura 
elevação

Raio máx. ponto elev.

Frente / Lado (kg) Frente / Lado (kg) Frente / Lado (kg) Frente / Lado (kg) Frente / Lado (kg)

Raio 4 m ponto elev. Raio 3 m ponto elev.Raio 3.5 m ponto elev. Raio 2.5 m ponto elev.

Capacidade de carga:

 º

Comprimento total
Altura total
Largura total
Altura do chassi ao solo
Marca
Modelo
Cilindrada
Potência
Alcance máx. de trabalho
Altura máx. de descarga

P. máx. escavação parede

Giro da lança (esq/dirt)

Raio rotação traseira

Força escavação balde

Sapatas

Largura

Comp. rastos no solo

Cap. elevação (cima/baixo)

Velocidade

Caudal

Profund. máx. escavação

Alcance máx. escavação

Raio rotação frontal

Força escavação braço

Tipo Borracha

Caudal variável

Largura dos rastos

Altura

Bitola

Tipo

Inclinação máxima

Pressão hidráulica

Dimensões

Motor

Distâncias
de trabalho

Rastos

Material
rodante

Lâmina 
frontal

Bombas 
hidráulicas

Filtro de gasóleo

Joystick hidráulico

Suporte de copo

Pré-filtro de gasóleo

Travão bloqueio da rotação

Banco com suspensão

Filtro de ar

Sistem. travagem de parque

Ar condicionado

Radiador

2 velocidades deslocamento

Radiador

Balde 300 mm

Alternador

Sist. automático mud. marcha

Motor de arranque neutro

Balde 500 mm

Tanque aux. água radiador

Nivelam. elétrico-hidráulico

Cinto de segurança retrátil

Balde 600 mm

Sistema limpa pára-brisas

Linha hidráulica auxiliar

Rastos de ferro 230 mm

Equipamento standard Equipamento opcional

Bomba elétrica de gasóleo

Válvula anti-explosão balde

FOPS/TOPS cabine

Balde 1200 mm

Retrovisores

Engate rápido

Rastos de borracha 230 mm

Silenciador de escape

Válvula anti-explosão braço

Luz da lança

Luz da cabine

Luzes de aviso

FOPS/TOPS canopia

Linha hidráulica de martelo

Isqueiro

Motor

Sistema Hidráulico

Iluminação

Ferramentas dianteiras

Rastos

Cabine

SWE35UF Technical Parameters

Type of cab

Bucket capacity,std.

Bucket width

Machine weight

m³ 

mm 

kg 

mm

mm

mm

mm

L

kW/rpm

mm

mm

mm

mm

mm

°

mm

mm

kN

kN

                  

mm

mm

mm

mm

km/h

 deg

rpm 

kpa 

mm

mm

mm

L/min

Mpa

L

L

Overall length

Overall height

Overall width

Ground clearance

Brand

Model

Displacement

Output

Max cutting height

Max loading height

Max digging depth

Max vertical wall digging depth

Max digging reach

Boom swing angle（left/right)

Front swing radius

Tail swing radius

Max digging force（Arm）

Max digging force（Bucket）

Type                  

Track Width

Track Length

Length to center of Rollers

Lenhth to center of track

Travelling speed（High/Low）

Gradeability

KUBOTA

D1703-E4B-SWD-1

Dimensions

Engine

Working 

ranges

Track

Undercarrige

Dozer size

Hydraulic 

pumps

Swing speed

Ground pressure

Fuel tank capacity

Hydraulic oil tank capacity

Width

Height

Lifting capacity(Height/Depth)

Type

Displacement

Hydraulic pressure

0.11

520

3850/3750

4890

2545

1700

270

40

41

1.647

18.5/2200

4925

3400

3120

5260

5390

72/44

2263

850

22.53

31.8

Rubber crawler

300

2163

1670

1400

4.2/2.3

30

9

32.3

1700

366

337/376

1 variable plunger pump

1*88

24.5

687.3*

774.3*

809.1*

3.0m

2.0m

1.0 

Load Capacity:

Engine

Hydraulic system

Oil filter

Fuel filter

Oil-water separator

Air filter

Radiator

Alternator

Auxiliary water tank

Electronic fuel feed pump

Muffler

AM/FM radio

Cup holder

Suspension seat

Air conditioning

Engine safety start system

Safety belt

FOPS/TOPS cab

FOPS/TOPS Canopy

Windscreen washer and wiper

Left/right rearview mirror 

Lighter

Safety device of front windscreen 

Boom light

Front cab light

Warning light

300 mmbucket

520mmbucket

600mmbucket

1200mmbucket

Breaker pipeling

Auxiliary pipeling

Hydraulic quick hitch pipeline

Hydraulic pilot control rod

Slewing parking brake system

Traveling parking brake system

Dual-speed traveling system

Electro-hydraulic proportional lever

Cab

Light

Front working devices

300mm rubber track

300mm steel track

Track
382.5 

292.5 

262.5 

-

817.8*

957*

-

382.5 

337.5 

-

878.7*

1078.8*

-

472.5 

427.5 

-

1017.9*

1357.2*

-

645.0 

555.0 

-

1226.7*

1853.1*

-

847.5 

757.5 

Lift Point Radius(4.0m)
Lift Point 
Height

Lift Point Radius(MAX) Lift Point Radius(3.5m) Lift Point Radius(3.0m) Lift Point Radius(2.5m)

Over-front(kg) Over-side(kg) Over-front(kg) Over-side(kg) Over-front(kg) Over-side(kg) Over-front(kg) Over-side(kg) Over-front(kg) Over-side(kg)

lift point radius Axis of Rotation 

lift point 

lifting point height

Notes：      

1、Load with * is limited by hydraulic capacity and based on ISO 10567.Rated loads do not exceed 87% of hydraulic capacity.         

2、Load without * is limited by tipping load and based on ISO 10567.Rated loads do not exceed 75% of tipping capacity.         

3、The excavator bucket,hook,sling and other lifting accessories are not included in this table.

Equipment

Boom safety valve

Arm safety valve

Dozer blade safety valve

The standard and optional equipment varies from country to country. For more
information, please contact with us. 

Standard equipment Optional equipment

cabin/canopy

300

25
45

52
1

1700
1400

1505

SWE35UF Technical Parameters

Type of cab

Bucket capacity,std.

Bucket width

Machine weight

m³ 

mm 

kg 

mm

mm

mm

mm

L

kW/rpm

mm

mm

mm

mm

mm

°

mm

mm

kN

kN

                  

mm

mm

mm

mm

km/h

 deg

rpm 

kpa 

mm

mm

mm

L/min

Mpa

L

L

Overall length

Overall height

Overall width

Ground clearance

Brand

Model

Displacement

Output

Max cutting height

Max loading height

Max digging depth

Max vertical wall digging depth

Max digging reach

Boom swing angle（left/right)

Front swing radius

Tail swing radius

Max digging force（Arm）

Max digging force（Bucket）

Type                  

Track Width

Track Length

Length to center of Rollers

Lenhth to center of track

Travelling speed（High/Low）

Gradeability

KUBOTA

D1703-E4B-SWD-1

Dimensions

Engine

Working 

ranges

Track

Undercarrige

Dozer size

Hydraulic 

pumps

Swing speed

Ground pressure

Fuel tank capacity

Hydraulic oil tank capacity

Width

Height

Lifting capacity(Height/Depth)

Type

Displacement

Hydraulic pressure

0.11

520

3850/3750

4890

2545

1700

270

40

41

1.647

18.5/2200

4925

3400

3120

5260

5390

72/44

2263

850

22.53

31.8

Rubber crawler

300

2163

1670

1400

4.2/2.3

30

9

32.3

1700

366

337/376

1 variable plunger pump

1*88

24.5

687.3*

774.3*

809.1*

3.0m

2.0m

1.0 

Load Capacity:

Engine

Hydraulic system

Oil filter

Fuel filter

Oil-water separator

Air filter

Radiator

Alternator

Auxiliary water tank

Electronic fuel feed pump

Muffler

AM/FM radio

Cup holder

Suspension seat

Air conditioning

Engine safety start system

Safety belt

FOPS/TOPS cab

FOPS/TOPS Canopy

Windscreen washer and wiper

Left/right rearview mirror 

Lighter

Safety device of front windscreen 

Boom light

Front cab light

Warning light

300 mmbucket

520mmbucket

600mmbucket

1200mmbucket

Breaker pipeling

Auxiliary pipeling

Hydraulic quick hitch pipeline

Hydraulic pilot control rod

Slewing parking brake system

Traveling parking brake system

Dual-speed traveling system

Electro-hydraulic proportional lever

Cab

Light

Front working devices

300mm rubber track

300mm steel track

Track
382.5 

292.5 

262.5 

-

817.8*

957*

-

382.5 

337.5 

-

878.7*

1078.8*

-

472.5 

427.5 

-

1017.9*

1357.2*

-

645.0 

555.0 

-

1226.7*

1853.1*

-

847.5 

757.5 

Lift Point Radius(4.0m)
Lift Point 
Height

Lift Point Radius(MAX) Lift Point Radius(3.5m) Lift Point Radius(3.0m) Lift Point Radius(2.5m)

Over-front(kg) Over-side(kg) Over-front(kg) Over-side(kg) Over-front(kg) Over-side(kg) Over-front(kg) Over-side(kg) Over-front(kg) Over-side(kg)

lift point radius Axis of Rotation 

lift point 

lifting point height

Notes：      

1、Load with * is limited by hydraulic capacity and based on ISO 10567.Rated loads do not exceed 87% of hydraulic capacity.         

2、Load without * is limited by tipping load and based on ISO 10567.Rated loads do not exceed 75% of tipping capacity.         

3、The excavator bucket,hook,sling and other lifting accessories are not included in this table.

Equipment

Boom safety valve

Arm safety valve

Dozer blade safety valve

The standard and optional equipment varies from country to country. For more
information, please contact with us. 

Standard equipment Optional equipment

cabin/canopy

1670

57
0

850

2163

4890
2615

Eixo de rotação
Ponto de elevação

SWE35UF Technical Parameters

Type of cab

Bucket capacity,std.

Bucket width

Machine weight

m³ 

mm 

kg 

mm

mm

mm

mm

L

kW/rpm

mm

mm

mm

mm

mm

°

mm

mm

kN

kN

                  

mm

mm

mm

mm

km/h

 deg

rpm 

kpa 

mm

mm

mm

L/min

Mpa

L

L

Overall length

Overall height

Overall width

Ground clearance

Brand

Model

Displacement

Output

Max cutting height

Max loading height

Max digging depth

Max vertical wall digging depth

Max digging reach

Boom swing angle（left/right)

Front swing radius

Tail swing radius

Max digging force（Arm）

Max digging force（Bucket）

Type                  

Track Width

Track Length

Length to center of Rollers

Lenhth to center of track

Travelling speed（High/Low）

Gradeability

KUBOTA

D1703-E4B-SWD-1

Dimensions

Engine

Working 

ranges

Track

Undercarrige

Dozer size

Hydraulic 

pumps

Swing speed

Ground pressure

Fuel tank capacity

Hydraulic oil tank capacity

Width

Height

Lifting capacity(Height/Depth)

Type

Displacement

Hydraulic pressure

0.11

520

3850/3750

4890

2545

1700

270

40

41

1.647

18.5/2200

4925

3400

3120

5260

5390

72/44

2263

850

22.53

31.8

Rubber crawler

300

2163

1670

1400

4.2/2.3

30

9

32.3

1700

366

337/376

1 variable plunger pump

1*88

24.5

687.3*

774.3*

809.1*

3.0m

2.0m

1.0 

Load Capacity:

Engine

Hydraulic system

Oil filter

Fuel filter

Oil-water separator

Air filter

Radiator

Alternator

Auxiliary water tank

Electronic fuel feed pump

Muffler

AM/FM radio

Cup holder

Suspension seat

Air conditioning

Engine safety start system

Safety belt

FOPS/TOPS cab

FOPS/TOPS Canopy

Windscreen washer and wiper

Left/right rearview mirror 

Lighter

Safety device of front windscreen 

Boom light

Front cab light

Warning light

300 mmbucket

520mmbucket

600mmbucket

1200mmbucket

Breaker pipeling

Auxiliary pipeling

Hydraulic quick hitch pipeline

Hydraulic pilot control rod

Slewing parking brake system

Traveling parking brake system

Dual-speed traveling system

Electro-hydraulic proportional lever

Cab

Light

Front working devices

300mm rubber track

300mm steel track

Track
382.5 

292.5 

262.5 

-

817.8*

957*

-

382.5 

337.5 

-

878.7*

1078.8*

-

472.5 

427.5 

-

1017.9*

1357.2*

-

645.0 

555.0 

-

1226.7*

1853.1*

-

847.5 

757.5 

Lift Point Radius(4.0m)
Lift Point 
Height

Lift Point Radius(MAX) Lift Point Radius(3.5m) Lift Point Radius(3.0m) Lift Point Radius(2.5m)

Over-front(kg) Over-side(kg) Over-front(kg) Over-side(kg) Over-front(kg) Over-side(kg) Over-front(kg) Over-side(kg) Over-front(kg) Over-side(kg)

lift point radius Axis of Rotation 

lift point 

lifting point height

Notes：      

1、Load with * is limited by hydraulic capacity and based on ISO 10567.Rated loads do not exceed 87% of hydraulic capacity.         

2、Load without * is limited by tipping load and based on ISO 10567.Rated loads do not exceed 75% of tipping capacity.         

3、The excavator bucket,hook,sling and other lifting accessories are not included in this table.

Equipment

Boom safety valve

Arm safety valve

Dozer blade safety valve

The standard and optional equipment varies from country to country. For more
information, please contact with us. 

Standard equipment Optional equipment

cabin/canopy

2263

5390
5260

49
25

31
20 26

65
34

00



Rua de Paradela da Seara, n.º59
4990-755 Seara | Ponte de Lima

258 742 648

www.agrolima.com
geral@agrolima.com
pecas@agrolima.com

Agrolima Comércio de Máquinas 
Agrícolas Industriais, Lda.

Por favor, leia o manual e o livro de manutenção antes de operar este equipamento; alterações são adicionadas periodicamente às informações 
e a Sunward pode alterar os produtos ou os serviços descritos neste livro a qualquer momento sem aviso prévio.

Todos os direitos deste livro manual são reservados à Sunward.


